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INTRODUCTION

WHY COMPLETE STREETS?
The City of Lynnwood is drafting a Complete Streets policy to:

Implement the Comprehensive Plan goal to create a balanced transportation
system with mobility options for all people.
Make the best use of limited City resources by aligning project development
and delivery processes to ensure each city transportation
investment achieves multiple goals.

Advance incremental change toward a multimodal future.

Establish eligibility for Complete Streets Award funding from the state of
Washington’s Transportation Improvement Board.

RELATIONSHIP BETWEEN COMPLETE STREETS AND AATP
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1 COMPLETE STREETS ORDINANCE

The ordinance will achieve three things:
- Adopt support for complete streets into Lynnwood’s Municipal Code (LMC)
- Update LMC Title 12.12: Sidewalks and Walkways
- Adopt Connect Lynnwood, the city’s Active & Accessible Transportation Plan

Text of the ordinance for adoption is below.

ORDINANCE LANGUAGE
ORDINANCE NO.
An Ordinance of the City of Lynnwood Endorsing the Concept of Complete Streets

WHEREAS the City of Lynnwood is a municipal code city incorporated under the laws of the State
of Washington and conducts planning under the Growth Management Act, chapter 36.70 RCW;
and

WHEREAS the State of Washington adopted a Complete Streets Grant Program in 2011, RCW
47.04.320, to encourage local governments to design streets that are safe for all users with the
goal of promoting healthy communities, improving safety, protecting the environment, reducing
congestion, and preserving community character; and

WHEREAS funding from the Washington State Complete Streets Grant Program is only available
to jurisdictions that have adopted a Complete Streets Ordinance; and

WHEREAS the Complete Streets concept is supported by the Institute of Traffic Engineers,
American Planning Association, United States Centers for Disease Control and Prevention, and
many other transportation, planning, and public health professionals; and

WHEREAS The City of Lynnwood has undertaken several planning efforts geared at enhancing
livability, including the City Center Streetscape Guidelines, Active & Accessible Transportation
Plan, 10-Minute Walk Campaign, Bike2Health, and South Lynnwood Subarea Plan; and

WHEREAS the City of Lynnwood contains regional growth areas and the Lynnwood City Center
LINK light rail station will draw thousands of users when it opens in 2024 and Complete Streets
can mitigate impacts of growth by providing mobility options other than driving, protecting
quality of life; and

WHEREAS the City of Lynnwood envisions an efficient and integrated multimodal system
that balances mobility needs and helps implement the Comprehensive Plan; and

WHEREAS the City of Lynnwood’s goal is to develop a connected network that allows users
of all ages, abilities, and incomes to safely use the public right-of-way to access local
and regional destinations, including commercial sites and business activities; and

WHEREAS The City of Lynnwood recognizes the public health, traffic congestion
reduction, economic, and environmental benefits of encouraging active transportation
such as walking and biking; now therefore
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BE IT ORDAINED BY THE COUNCIL OF THE CITY OF LYNNWOOD:
Section 1: Endorsement

The City of Lynnwood endorses the Concept of Complete Streets and endorses the following
Complete Streets principles:

* Serve all legal users and modes. The City recognizes that people walking, riding
bicycles, driving cars, and taking transit are legitimate users of the right-of-way and
deserve safe facilities for travel. Serve all users of all abilities on networks identified in the
Connect Lynnwood: Active & Accessible Transportation Plan.

= Create complete networks. All streets cannot serve all users; however, people
traveling by all modes, particularly by walking and bicycling, benefit from a network of
safe travel routes throughout the city.

* Support livability and economy. Lynnwood’s strengths include its family-friendly
neighborhoods and robust commercial and retail presence. Complete Streets enhance
livability by making places safer and more accessible. They support commercial activity
by creating more mobility options to access business.

Section 2: Application & Exceptions

» Complete Streets principles apply to all publicly and privately funded projects on
Lynnwood’s streets. The City of Lynnwood will take a complete networks approach
linking new development to schools, parks, transit and commercial hubs, and other major
destinations to incrementally enhance connectivity. This includes new construction,
retrofit, and reconstruction projects. This ordinance applies to maintenance projects
affecting street geometry or operations, such as repaving or signal modification, but does
not include typical maintenance projects such as street sweeping. Not every street will
support every mode, therefore Connect Lynnwood identifies an all ages and abilities
bicycle network as well as priority walking streets.

* Projects will follow the complete streets approach to the maximum extent feasible.
Infeasibilities will be documented, investigated, and approved by the city’s Public Works
Director.

Section 3: Adoption of Connect Lynnwood

= The City of Lynnwood adopts the Connect Lynnwood: Active & Accessible Transportation
Plan that includes the all ages and abilities bicycle network, priority walking streets, a list
of capital projects that implement complete and connected networks.

Section 4: Update to LMC 12.12 Sidewalks and Walkways

» The City of Lynnwood amends LMC 12.12 to say ... TEXT FROM DAVID M
Section 5: Implementation
This adoption of a Complete Streets approach will be operationalized in the following ways:

» A Street Typology is a framework for identifying street types and the design elements
appropriate to each type. The street typology will be housed in the city’s Project Flow
Charﬂ, referenced in capital, maintenance, and development projects.

* A design decision-making tree referencing Connect Lynnwood, including the all ages
and abilities bicycle network and walking and rolling network, will be housed in the city’s
Project Flow Chart, referenced in capital, maintenance, and development projects.
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= Updated street standard plan drawings for design elements on the all ages and
abilities bicycle network and walking and rolling network will be housed in the city’s
Standard Plans and linked to drawings 3-02 Typical Roadway Section — Arterial and 3-03
Typical Roadway Section — Neighborhood Street.

»  Connect Lynnwood: Active & Accessible Transportation Plan, adopted in this ordinance,
will be further endorsed through adoption into the city’s Comprehensive Plan update.

* An amendment to LMC 12.12 — Sidewalks and Walkways, adopted in this ordinance, will
... STATE PURPOSE

PASSED BY THE CITY COUNCIL ON 2021
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2 IMPLEMENTATION

TEXT
Implementation elements:

=  Street Typology

» Project Flow Charts

= Updated Pedestrian and Bicycle Street Standards
= Updated Lynnwood Municipal Code

STREET TYPOLOGY

The types of streets in communities support different functions based on land uses, density, etc.

Traditional functional classification

Figure 1 Streets with similar layouts have different mobility characteristics
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Nelson\Nygaard Consulting Associates Inc. | 6

( Commented [SW3]: use a better example




Complete Streets Policy & Implementation

City of Lynnwood
Figure 2 Attracting more users means changing facility types
Roadway Bicycle Facilities Chapter 1520
Exhibit 1520-6a Bicycle Facility ion Chart - but C Cyclists
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Figure 3 Street Typology Inputs (Functional Classification, Average Daily Traffic, Speed Limit, Number of Lanes)
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Figure 4 Street Typology
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Figure 5 AATP and Complete Streets Alignment
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Figure 6 Facility Selection — All Ages and Abilities Bicycling Network
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Figure 7 Facility Selection - Walking and Rolling Network
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Figure 8 Existing Flow Charts
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Figure 9 Flow chart for Bicycling Facilities
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Operationalize: Decision flow chart for bicycling

‘ ‘ ‘ Construct AAA facility
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YES Document
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Figure 10 Flow chart for Walking Facilities
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*  Midblock

* Intersection
Buffered bike lane

*  Midblock

* Intersection
Shared-Use path

*  Midblock
* Intersection
Wide sidewalk

Sidewalk with buffer
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Figure 11 Updated Typical Roadway Section - Arterials
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| S F CRUSHED SURFACING

4% CRUSHED SURFACING
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BASE COURSE
SEE NOTES®

PAVEMENT

NOTES

10 1M WIDENING AREAS. THE EXISTING PAVEMENT EDGE SHALL BE NEAT-LINE SAW-CUT, TACK-COAT OF HOT EMULSIFIED
ASFHALT APFLIED TO THE EXFOSED EDGE BEFORE NEW HMA IS PLACED, ANY FAVEMENT MARKINGS REMOVED OR
DAMAGED DURIMG WIDENING WORK SHALL BE REFLACED IM KIND DR AS DIRECTED BY THE PFUBLIC WORKS DIRECTOR.

2, COMPACT|ON TESTS ON SUBGRADE. CRUSHED SURFACING. AND HMA WILL BE REQUY LOCATIONS AND NUMBER OF
COMPATION TESTS WILL BE DECIDED BY THE CITY INSPECTOR, ALL TESTING SHALL BE THROUGH A LICENSED TESTING
LABORATORY. COMPACTION REQUIREMENTS FOR CRUSHED SURFACING AND HMA ARE SFECIFIED IN THE MOST CURRENT
VERS|ON OF WSDOT STANDARD SPECIFICAT|ONS FOR ROAD, BRIDGE, AND MURNICIPAL CONSTRUCTION,

3, ADJUSTMENT OF CATCH BASIN LIDS DR GRATES, MONUMENTS CASES, VALVE BOXES, ETC SHALL BE THE RESPONSIBILITY
OF THE CONTRACT OR OR DEVELDPER.

4, CONCRETE CURE AND GUTTER SEE LYNNWODD STANDARD PLAN 3-8,

5, CEMENT CONCRETE SIDEWALK SEE LYNAMWOOD STANDARD PLAN 310 AND RMOTE 7,

B, MINIMURM PAVEMENT WIDTH ACCORDING TO LYNMWOOD ROADWAY CLASS|FICAT|ON-
COLLECTOR LOCAL = 20 FEET
MINOR ARTER|AL = 20
PRINCIFAL ARTERLA

T
2 FEET

7. SIDEWALKS ARE TYP|CALLY 5 WIDE, EXCEPT 7' [N SOME COMMERC|AL AREAS, OR AS APPROVED BY THE PUBLIC WORKS
DIRECTOR, SIDEWALKS ARE WIDER THAN 7' IN CERTAIN ZOHES (.G, CITY CENTER),

8, SUBGRADE TO BE COMPACTED AS RECOMMENDED BY A LICENSED GEOTECHMICAL ENGINEER, UNSUITABLE MATERIAL TO
BE REFLACED WITH SUITABLE MATERIAL,

8, FOR STREETS WHERE A BICYCLE FACILITY |S REQUIRED BY CITY COMPLETE STREETS POLICY, SEE STANDARD PLANS X=X
THROWUGH X-XX FOR DETAILS,

DRAWING NWUMBER || STD3—2

I TYPICAL ROADWAY SECTION
I_ LY N N \HG 0 D ARTERIALS SCALE NONE

WA SHI TON REVISION DATE 01,/19
PUBLIC WORKS IStenderd_Plars | DEFARTMENT PW
—
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Figure 12 Updated Typical Roadway Section - Neighborhood Streets
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10 1M WIDENING AREAS. THE EXISTING PAVEMENT EDGE SHALL BE NEAT-LINE SAW-CUT, TACK-COAT OF HOT EMULSIFIED
ASFHALT APFLIED TO THE EXFOSED EDGE BEFORE NEW HMA IS PLACED, ANY FAVEMENT MARKINGS REMOVED OR
DAMAGED DURIMG WIDENING WORK SHALL BE REFLACED IM KIND DR AS DIRECTED BY THE PFUBLIC WORKS DIRECTOR.

2, COMPACT|ON TESTS ON SUBGRADE. CRUSHED SURFACING. AND HMA WILL BE REQUY LOCATIONS AND NUMBER OF
COMPATION TESTS WILL BE DECIDED BY THE CITY INSPECTOR, ALL TESTING SHALL BE THROUGH A LICENSED TESTING
LABORATORY. COMPACTION REQUIREMENTS FOR CRUSHED SURFACING AND HMA ARE SFECIFIED IN THE MOST CURRENT
VERS|ON OF WSDOT STANDARD SPECIFICAT|ONS FOR ROAD, BRIDGE, AND MURNICIPAL CONSTRUCTION,

3, ADJUSTMENT OF CATCH BASIN LIDS DR GRATES, MONUMENTS CASES, VALVE BOXES, ETC SHALL BE THE RESPONSIBILITY
OF THE CONTRACT OR OR DEVELDPER.

4, CONCRETE CURE AND GUTTER SEE LYNNWODD STANDARD PLAN 3-8,

5, CEMENT CONCRETE SIDEWALK SEE LYNAMWOOD STANDARD PLAN 310 AND RMOTE 7,

B, MINIMURM PAVEMENT WIDTH ACCORDING TO LYNMWOOD ROADWAY CLASS|FICAT|ON-
COLLECTOR LOCAL = 20 FEET
MINOR ARTER|AL = 20
PRINCIFAL ARTERLA

T
2 FEET

7. SIDEWALKS ARE TYP|CALLY 5 WIDE, EXCEPT 7' [N SOME COMMERC|AL AREAS, OR AS APPROVED BY THE PUBLIC WORKS
DIRECTOR, SIDEWALKS ARE WIDER THAN 7' IN CERTAIN ZOHES (.G, CITY CENTER),

8, SUBGRADE TO BE COMPACTED AS RECOMMENDED BY A LICENSED GEOTECHMICAL ENGINEER, UNSUITABLE MATERIAL TO
BE REFLACED WITH SUITABLE MATERIAL,

8, FOR STREETS WHERE A BICYCLE FACILITY |S REQUIRED BY CITY COMPLETE STREETS POLICY, SEE STANDARD PLANS X=X
THROWUGH X-XX FOR DETAILS,

DRAWING NWUMBER || STD3—2

I TYPICAL ROADWAY SECTION
I_ LY N N \HG 0 D ARTERIALS SCALE NONE

WA SHI TON REVISION DATE 01,/19
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—
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Bike Lane Standard

Buffered Bike Lane Standard

( Commented [SW9]: update as needed

WVERTICAL PROTECTION VARIES. .
SEE NOTE 3,
BICYCLE LANE SYMBOL LAYOUT

FER W3DOT STANDARD PLAN MOB,5002

WERTICAL PROTECTION
WAR|ES, SEENOTE3,

SECTION
NOTES

1. FOR PAVEMENT SECTION AND WIDTH DETALS, SEE!
ARTERIALS!STD 32
HEISHBORHOOD STREETS; ST0 %4
2. BUFFER WIDTH IS 3' PREFERRED, MINIMUM WIDTH OF BUF VARIES BY PROPOSED VERTICAL SEFARATION,
AT LEAST ['=5" OF CLEAR WIDTH BETWEEN EDGE OF BUFFER ANDC VERTICAL ELEMENT SHALL BE PROVIDED.
TYFICAL BUFFER WIDTHS BELOW SHALL BE VERIF IED AGAINST MANUFACTURERFROVIDED DIMENSIONS AND THIS STANDARD,
DELINEATOR POSTS: 2 MINIMUM
CURS STOPS: 1,5 MINIMUM
PRECAST GURS: 1,5 MINIMUM
CAST-INFLACE CURB: 1.5 MINIMUM
TION 1S PROVIDED, THE MINMUM STRIPED BUFFER WIDTH SHALL BE 7,
CTION DETAILS,

|F NG VERTI|CAL PRO

3, SEE STD Xx=x¥ FOR BICYOLE LANE AT INTE

4. CONSIDER USE OF GREEN PAVEMENT MARKINGS PER CRITERIA IN WSDOT DESIGN MANUAL M 220,12 SECTION 1520.05;

I_Y N N w o o D BUFFERED BIKE LANE DETAIL [DRAMING NUMBER | STOH—X
|scae WONE

WASHINGTON [Revision DaTE | o3/21

FuBLIC warks tssrckrd_Mans [|DEPARTMENT P
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Shared-Use Path Standard
Wide Sidewalk Standard

Buffered Sidewalk Standard

UPDATED LYNNWOOD MUNICIPAL CODE

As part of this project process, updates were made to LMC 12.12.030 Sidewalks and Walkways —
Required for New Development.

Summarize changes

Nelson\Nygaard Consulting Associates Inc. | 17



